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STANDARD DETAILS FOR CONSTRUCTION - ROAD & OTHER 

 
 

Detail # Description Revision Date 

201 6” Curb & Gutter Detail 11/06/18 

202 Sidewalk Detail 10/30/18 

203 Valley Gutter Detail 10/30/18 

203.02 Standard Entrance Gutter, CG-9B, VODT, modified by CFC 02/11/20 

203.03 Standard Entrance Gutter, CG-9D, VODT, modified by CFC 02/11/20 

204 Brick Paver Sidewalk Detail 02/11/16 

205 Concrete Driveway Entrance Detail  06/20/16 

206 Depressed Sidewalk Driveway Entrance Detail  06/20/16 

207 Mountable Curb Driveway Entrance Detail  06/20/16 

301 Asphalt Saw Cut 10/30/18 

601 Steel Plate Drill Hole Pattern 10/03/17 

602A Steel Plate Placement and Backfill Method 10/03/17 

602B Steel Plate Placement and Backfill Method 10/03/17 

603 Steel Plate Reflective White Tape 01/16/15 

604 Typical Restoration Limits for Asphalt Pavement 01/16/15 

605 Typical Restoration Measurements for Asphalt Pavement 01/16/15 

606 Roadway Clear Zone and Corner Sight Triangles 11/10/16 

1401 Utility Trench Repair in Pavement VDOT No. 21A Aggregate 10/30/18 

1402 Utility Trench Repair in Pavement Flowable Fill 10/30/18 

1403 Temporary Trench Repair in Pavement 02/26/16 

1404 Manhole Concrete Collar 05/22/17 

1405 Valve Box Concrete Collar 11/29/16 

R-05 Connection of Street Intersections and Commercial Entrances 02/01/13 

R-06 Asphalt Patch Restoration Detail 01/27/20 

R-15 Typical Crosswalk and Paver Detail 12/12/19 

R-17 W Broad Streetscape Brick Paving Details 02/01/13 
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STANDARD DETAILS FOR CONSTRUCTION – STORM & SANITARY 

 Detail # Description Revision 
Date 

S-1 Typical 4’0” Inner Diameter Precast Concrete Manhole 06/12/14 

S-2 Typical Precast Concrete Manhole - 72”, 84” & 96” Diameter 06/12/14 

S-3 Precast Concrete Middle Slab 06/12/14 

S-4 Precast Concrete Manhole – Doghouse Base 06/12/14 

S-5 Pipe to Manhole Flexible Connection  06/12/14 

S-6 Typical 4’ Manhole with Inside Drop Connection  06/12/14 

S-7 Typical 4’ Manhole with Outside Drop Connection   06/12/14 

S-8 Manhole Invert 06/12/14 

S-9.0 24” Precast Concrete Manhole Adjusting Grade Rings 06/12/14 

S-9.1 24” Precast Concrete Manhole Sloped Adjusting Grade Rings 06/12/14 

S-10 Standard Manhole Assembly (Frame & Cover) 11/27/19 

S-11 Manhole Step 06/12/14 

S-12.0 Sewer House Connection Profile  06/12/14 

S-12.1 Sewer House Connection Plan 06/12/14 

S-13.0 Abandonment of Pipe at Manhole 06/12/14 

S-13.1 Complete Manhole Abandonment Storm and Sanitary Sewer 06/12/14 

S-15 Concrete Piers for Storm Sewer Crossing  06/12/14 
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STANDARD DETAILS FOR CONSTRUCTION – STREETSCAPE 

 Detail # Description Revision 
Date 

1306-03 Bus Shelter Plan n/a 

1306-02 Bus Shelter Sections  n/a 

1306-06 Bus Shelter Signage n/a 

129323-15 & 
1306-05 

Site Furnishings:  
1) Recycle/Litter Receptacle 2) Bike Rack 

n/a 

129343.13-25 Site Furnishings: Standard Bench with Ductile Iron End 
Frames 

n/a 

033001-08 & 
321313-14 

Bus Shelter Pavement  n/a 

3241-01 Bus Shelter Map Case n/a 

3241-02 Bus Shelter Large Map Case n/a 
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